
DESCRIPTION

APPLICATIONS
Packing and Filling machines / Mechanical scales tranformations / Compression and Tensile force tests

TECHNICAL SPECIFICATIONS
: 2, 5, 10, 50, 100, 200, 500 Kg                            

: C3

: 0 kg

: 3000

: 12000

: ±0.022 %FS 

: 2.00 ± 0.005mV/V

:  ± 1 %FS                             

: 400 Ω ± 20 Ω

: 350 Ω ± 3 Ω        

:  ≤ 5000 MΩ (100VDC)

: -10 ˜ + 40  °C

: -30 ˜ + 70  °C

: 10 VDC

: 15 VDC

: 150 % FS

: 300 % FS

: IP 66

: Aluminium

: 4x022mm²

STKA is a high precision S type load cell manufactured in various capacities from 2Kg to 500Kg.
Anodized aluminum housing provides reliable precision in demanding industrial applications.
STKA operates on the principle of compression and tensile, ideal for low capacity applications.
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Capacity

Accuracy Class

Minimum Load

Maximum Intervals (nLC)

Minimum Verification Interval 

Total Error

Output Sensitivity (FS)

Zero Balance

Input Resistance

Output Resistance

 

Isolation Resistance

Compansated Temperature

Operating Temperature

Excitation, Recommended Voltage

Maximum Excitation Voltage (Umax)

Safe Overload

Ultimate Overload

Ingress Protection (EN60529)

Element Material

Cable
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