
BM03

Type of Packaged Product

Particle Size

Weighing Range Options

Weighing Accuracy

Upper Bunker Capacity

Weighing System

Output Capacity 25-50 Kg

Weighing Units 25-50 Kg

System Pressure

Power Supply (VAC)

Weight

Types of Cereals

Small Particles

10 - 15 - 20 - 25 - 50 Kg

± %0,4

1300 Lt.

Gravimetric Filling - HMI Display

8 / 12 Ton/Hour

320 - 240 Packages / Hour

(300lt. Compressor) 6-8 Bar

(±5-10%) 400VAC / 50-60Hz

1100 Kg
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Teknik Özellikler | Technical Dimensions

Ideal for efficiently bagging different types of cereals, the BM03 stands out with its 
variable weighing capacity between 10-15-20-25-50 kg and accuracy of ± %0,4 
Thanks to its HMI touch screen control unit and BSC65 weighing indicator, it offers 
excellent performance in calibration and accurate weight determination.

Farklı hububat türlerinin verimli bir şekilde torbalanması için ideal olan BM03, 
10-15-20-25-50 kg arasında değişken tartım kapasitesi ve ± %0,4 hassasiyetiyle 
öne çıkıyor HMI dokunmatik ekranlı kontrol ünitesi ve BSC65 tartım indikatörü 
sayesinde kalibrasyon ve doğru ağırlık tespitinde mükemmel performans sunuyor.

Tek Tartım, Tek İstasyonlu 
Torbalama Makinesi
One Weighing, Single Station Bagging Machine

KLAPELİ
Flap
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