
Do�ruluk S�n�f�
Standard
Ekran
Tu� Tak�m�
ADC

Çözünürlük

H�z Sensörü

Analog Ç�k��
Rapor Yaz�c� 
Kutulama
A��rl�k

0.5
O�ML R50:1997O�ML R50:1997 
160×32 dot matr�x LCD ekran, Sar� / Ye��l ayd�nlatma 
16 Tu�lu k�sayol er�� �ml�
� - �  Delta-S�gma 24 b�ts
200Hz
Dah�l� 1/1,000,000.
DC10V/250mA
Ç�k��  Voltaj� / Maks. Ak�m: DC12V / 100mA. 
0.5~3000Hz. 
COM1: Ops. RS232/485/422/Pro� bus-DP/Ethernet, COM2: RS232
�PC/PLC, LED Har�c� Ekran, Yaz�c� and Kablosuz modül
Ak�� s�nyal ç�k�� � �ç�n ops�yonel AO [4~20mA] modül 
Tart�m haf�zas� Günlük, Ayl�k, Y�ll�k Raporlama ve yazd�rma
235.5×227.5×119.5mm [W×H×D]. (�p65)
1.8 kg. 
AC220V±15%, 50/60Hz. 10W.

Accuracy Class
Standard

Keypad
ADC

Load Cell Voltage
Speed Sensor
Speed �nput Range

Analog Output

Power Source

0.5
O�ML R50:1997O�ML R50:1997
160×32 dot matr�x LCD screen, Yellow/Green
16-key shortcut access
� - �  Delta-S�gma 24 b�ts
200Hz
�nternal 1/1,000,000 resolut�on
DC10V/250mA Load Cell Supply Voltage
Output Voltage/Max. Current: DC12V/100mA.
0.53000Hz.
COM1: Ops. RS232/485/422/Pro�bus-DP/Ethernet, COM2: RS232
�PC/PLC, External LED D�splay, Pr�nter and W�reless Module
Opt�onal AO [420mA] module for � ow s�gnal output
We�gh�ng memory for da�ly/monthly/yearly logs/pr�nt�ng.
235.5×227.5×119.5mm [W×H×D]. (�P65)
1.8 kg.
AC220V±15%, 50/60Hz. 10W.
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Belt Flow We�gh�ng Controller


